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Información del Producto
Variadores de Velocidad E3 Gama  Alta

E3GA es un nuevo Variador de alto rendimiento.
Altamente flexible y con posibilidades de extensión 
con tarjetas adicionales, tarjeta PLC, encoder, 
entradas/salidas, comunicaciones, logrando satisfacer 
las aplicaciones de mayor demanda y performance para
diversas industrias. Está orientado a fabricantes de equipo
original de Gama Media yoriginal de Gama Media y Alta así como usuarios finales
e intrgradores de sistemas.
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Características

1. Soporta control SVC Y CV (lazo cerrado) para motores asíncronos y síncronos.
2. Permite una alta precisión de velocidad, posición, control de par y respuesta de 
velocidad muy rápida.
3. Admite tarjetas de comunicación de bus de campo opcionales, incluyendo Profibus-DP,
CANopen y, Ethernet, etc.
4. Admite tarjetas PG opcionales para encoders, como encoder incremental,
encoder de pulsos, etc.encoder de pulsos, etc.
5. Admite plug-in de tres tarjetas de expansión simultáneamente 
(solo dos tarjetas ≤ 7.5kW (10HP)).
6.Integra la función de seguridad-STO (Safe Torque OFF, SIL2).
7. El control único I/F y la transición en línea con otros modos de control, son muy 
adecuados cuando el motor asíncrono tiene baja velocidad con alto par y 
la precisión de la velocidad no es alta.
8. Proporciona un teclado LCD intuitivo con pantalla de texto de 16 líneas como máximo, 8. Proporciona un teclado LCD intuitivo con pantalla de texto de 16 líneas como máximo, 
así como pantalla gráfica, modo asistente para establecer parámetros con mayor facilidad.
9. Admite tarjeta Bluetooth opcional para lograr comodidad y seguridad, y admite tarjeta 
WiFi para realizar comunicación inalámbrica.
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Input Voltage (V)

Input Current (A)
Input Frecuency (Hz)

Output Voltage (V)
Output Current (A)
Output Power (kW)

Output Frecuency(Hz)
Control mode

Motor type
Speed Regulation Radio
Speed Control Precision

Speed fluctuation
Torque response

Torque control precision

Starting torque

Overload capacity

Frecuency setup mode

Auto voltage regulation

Fault protection function

Speed tracking restart
function

Terminal analog input
Terminal analog 

resolution
Analog input

Analog output

Digital input

Digital output

Relay output

Extension interface

Installation mode
Temperature of running

enviroment
Protection level
Pollution level
Cooling mode

Brake unit

EMC Filter

AC 3HP 200V (-15%)-240V (+10%) rated voltage: 200V
AC 3HP 380V (-15%)-440V (+10%) rated voltage: 380V
Refer to Rated value
50Hz or 60Hz, allowable range: 47-63Hz
0–input voltage
Refer to Rated value
Refer to Rated value
0-400Hz
SVPWM control, SVC, VC
Asynchronous motor, permanent-magnet synchronous motor
Asynchronous motor 1:200 (SVC); Synchronous motor 1:20(SVC), 1:1000(VC) 
±0.2% (SVC), ±0.02% (VC)
±0.3% (SVC)
<20ms (SVC), <10(VC)
10% (SVC), <10ms (VC)
Asynchronous motor: 0.25Hz/150% (SVC)
Synchronous motor: 2.5Hz/150% (SVC)
0Hz/200% (VC)
150% of rated current: 1 min;
180% of rated current: 10s;
200% of rated current: 1s;
Digital, analog, pulse frecuency, multi-step speed
Provide over 30 kinds of fault protection functions:
Overcurrent, overvoltage, unvervoltage,
Over-temperature, phase loss and overload, etc
Keep the output voltage constant when grid voltage changes

Fault protection function
Provide over 30 kinds of fault protection functions:
Overcurrent, overvoltage, undervoltage,
Over-temperature, phase and loss and overload, etc
Realize impact-free starting of the motor in roating
Note: This function is available for 4kW and above models
No more than 20 mV

No more than 2 ms

2 inputs, AI1: 0–10V/0–20mA; AI2: -10–10V
1 output, AO1: 0–10V/0–20mA
Four regular inputs; max. frequency: 1kHz; internal impedance: 3.3k
Two high-speed inputs: max. frequency: 50kHz; supports quadrature encoder
input; with speed measurement function
One high-speed pulse output; max. frequency: 50kHz
One Y terminal open collector output
Two programmable relay outputs
RO1A NO, RO1B NC, RO1C common port
RO2A NO, RO2B NC, RO2C common port
Contact capacity: 3A/AC250V, 1A/DC30V
Three extension interfaces: SLOT1, SLOT2, SLOT3
Expansable PG card, programmable extension card, communication card,
I/O card, etc
Support wall-mounting, floor-mounting and flange-mounting

-10–50ºC, derating is required if the ambient temperature exceeds 40ºC

IP20
Level 2
Air cooling
Built-in brake unit for 380V 37kW and below models;
Optional built-in brak unit for 380V 45kW–110kW(inclusive) models;
Optional external brak unit for 660V models;
380V models fulfill the requirements of IEC61800-3 C3
Optional external filter should meet the requirements of IEC61800-3 C2

Power input

Power output

Running
Control

Performance

Peripheral

Interface

Others

Technical control
performance

FUNCTION DESCRIPTION SPECIFICATION

VARIADORES DE VELOCIDAD E3 GAMA ALTA
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Guía para selección del modelo
Variadores de Velocidad E3 Gama Alta

E01103G014A24B
E01103G502A54B
E01103G0310A4B
E01103G0516A4B
E011037G520A4B
E01103G1030A4B
E01103G1542A4B
E01103G2055A4B
E01103G2570A4B
E01103G3080A4B
E01103G401104B

E01104G024A24B
E01104G035A54B
E01104G059A54B
E011047G514A4B
E01104G101854B
E01104G1525A4B
E01104G2032A4B
E01104G2538A4B
E01104G3045A4B
E01104G4060A4B
E01104G5075A4B
E01104G6092A4B
E01104G751154B
E011041101504B
E011041251804B
E011041502154B
E011042003054B
E011042503404B
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